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Distributed by:

Bi-color LED On-camera Light

S-2210C   144 LEDs S-2220C   312 LEDs

Quick Release and Interchangeable DV battery plates:

Power by special compact battery S-8040:

144pcs ultra bright LEDs, 50,000hrs life
9W, Max 350Lux @ 1m distance
10%-100% flick-free dimming
3200K-5600K continuously adjustable
Magnetic installed diffuser cover
Interchangeable DV battery plates
Battery power check
Joint connection for more lights
Provide ball head, diffuser, and bag

312pcs ultra bright LEDs, 50,000hrs life
19W, Max 800Lux @ 1m distance
10%-100% flick-free dimming
3200K-5600K continuously adjustable
Magnetic installed diffuser cover
Interchangeable DV battery plates
Battery power check
Provide ball head, diffuser, and bag
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Model

Input voltage

Power consumption

Beam angle

Color temperature

Illuminance

Power connector

Weight

Dimension

S-2210C

DC 6V-17V

9W

350Lux @ 1m

Approx 210g

134×36×81mm

S-2220C

DC 6V-17V

9W

800Lux @ 1m

Approx 360g

190×36×113mm

H60°/ V60°

2700K-5600K continuous adjustment

5.5/2.1mm pole-tap DC in

S-7004 series
Snap-on plate x1

Portable Bag x1

Compact battery S-8040
and charger S-3010D
(Optional)

S-7301
Cold shoe / Screw
Ball head x1

Magnetic Diffuser Cover x1

Rechargeable Li-ion battery

21Wh/3Ah capacity

2 hours on S-2210C

1 hours on S-2220C

Compatible batteries"Snap-on type 
Battery Plates"

S-7004F

S-7004U

S-7004D

S-7004B

S-7004J

S-7004V

S-7004i

S-7004C

S-7004E

SONY NP-F970/770, 

SONY BP-U60/U30

Panasonic CGA-D54, VW-VBD58

Panasonic VW-VBG6

JVC BN-V428U

JVC BN-VF823

SSL-JVC50

Canon BP-945/970G

Canon LP-E6

SWIT S-8972, S-8970, S-8770

SWIT S-8U63

SWIT S-8D58, S-8D62

SWIT S-8BG6

SWIT S-8428

SWIT S-8823

SWIT S-8i50

SWIT S-8845, S-8945

SWIT S-8PE6

Magnetic installed diffuser covers:

Magnetic installed diffuser covers: Standard Accessories:


